Champion R&O Hydraulic Fluids are formulated from the highest quality solvent-refined paraffin mineral oils and foam inhibitors. These oils are low-sulfur and zinc-free, and provide adequate lubrication in light-duty and total-loss applications. These oils provide exceptional air release and water separation compared to lesser refined or more napthenic formulations.

Champion R&O Hydraulic Fluids are a perfect, cost-effective solution in the following applications, or anywhere Type HH oils are recommended:

- Low-pressure hydraulics
- Manual hydraulics
- Light-duty bearings and journals
- Water-displacement
- Light-duty vacuum pumps
- Light-duty spindle lubrication
- Forming
- Heat transfer

Champion R&O Hydraulic Fluids meet or exceed the following:

- ASTM 6158, Type HH
- ISO 11158, Type HH
- ISO 6743/4, Type HH

PART# 4017 - ISO 22
PART# 4018 - ISO 32
PART# 4019 - ISO 46
PART# 4192 - ISO 68

Available in:

- 4017AN - 55 Gallon
- 4018N - 1 Gallon
- 4018U - 2.5 Gallon
- 4018D - 5 Gallon
- 4018AN - 55 Gallon
- 4019U - 2.5 Gallon
- 4019D - 5 Gallon
- 4019AN - 55 Gallon
- 4192D - 5 Gallon
- 4192AN - 55 Gallon

TYPICAL PROPERTIES:

<table>
<thead>
<tr>
<th>PRODUCT CODE</th>
<th>ISO GRADE</th>
<th>VISCOSITY @ 100°C, cSt</th>
<th>VISCOSITY INDEX</th>
<th>FLASH POINT °F</th>
</tr>
</thead>
<tbody>
<tr>
<td>4017</td>
<td>22</td>
<td>4.1</td>
<td>99</td>
<td>400</td>
</tr>
<tr>
<td>4018</td>
<td>32</td>
<td>5.5</td>
<td>99</td>
<td>400</td>
</tr>
<tr>
<td>4019</td>
<td>46</td>
<td>6.5</td>
<td>100</td>
<td>400</td>
</tr>
<tr>
<td>4192</td>
<td>68</td>
<td>8.6</td>
<td>99</td>
<td>400</td>
</tr>
</tbody>
</table>

FOR HEALTH / SAFETY INFORMATION - REFER TO THE SDS at WWW.CHAMPIONBRANDS.COM

CHAMPION BRANDS, LLC // CLINTON, MO // 800-821-5693 // SINCE 1956

REV 01/20